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Nanchang Micare Medical Equipment Co.,Ltd is an innovative and high-tech enterprise, e e =
we are located in Nanchang National High-Tech Development Zone. We always focus on the i '
development and manufacturing of medical lights. Our main products cover Operation
Theatre Light, Medical Examination Light and Medical Cold Light Source,etc. The annual
production of LED O.T. Light is more than 2,000 units, the annual production of examination
light is more than 10,000 pieces.The overall reflection type LED Operation Theatre Light which
be researched and developed by ourselves have reached the world advanced level , and already
won several national patents, we have become an innovation leader in the industry of medical

lights.

Micare is devoted to provide a safe, healthy and comfortable working environment to all
medical industry participants, using the latest scientific & technological achievements,
professional knowledge in the medical field, and continuous innovation, to produce a green
& energy saving, safe & efficient product, and create a greater value for social development. s
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Certificate of Registration
Certificate of Registration

Our vision: To be the most exquisite enterprise of medical industry in China.
Our misson: Produce better medical lights.
Our Values: Innovation, Respect, Win-win, Responsibility, Gratitude.
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Catalogue

FARLEZITRS (5w )

Operation Theatre Light ( Warranty : 2years )

= NEEBNRRERNT &R A (mm 1)

Medical Examination Light (Warranty : lyear)

EFHLITES (s oas)

Medical Headlight ( Warranty : lyear)
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FARICCKT 2R A

Operation Theatre Light

?ﬁz SN NFFRBIRITNEHAELTL, BESHFAENSIREERERERIVEFNLTEERK
Fﬁ@ﬁ%ﬁ?&ﬁ'ﬁq—}iﬁﬁi, FARBERSRERAR, RIEREMN700mmMIA EYINLTERE

f”ﬁ’E, FEWE F90-280mmEz A TET5 o

3\ REMBRX, EENEBELENE, EXNBNAREE, MIERXBRELXGTRREERE,
AR IXRRF DM L. THK. BEINE. FIREIEIEC/EN6247T 1R EIRE,

5 ZEBHIRIT: SPHRABRFBEAREEBHRERSHFBAZIINEE SN RIEERIMAPNGRE
TIE, EERNIRARBFERUHELRE,

6. mEBEHA, ERTIE,

7. REESFRIEESR, SESFRELEAN

1.The full closed type lamp head, which is designed in accordance with aerodynamics, can meet requirement
of high standard laminar flow and clean germfree in operating room.

2.The lamp use international leading optical reflector, to make the beam focus into a high brightness anti-
beam, ensure the best uniform beams of light over 700MM shadowless depth, and can easily adjust the spot
diameter within 90-280mm.

3.Realistic color restoration and standard natural light with 5000K color temperature, which can reappear the
color of human tissue, and ensure a constant color temperature under any conditions of illumination.

4.The light spot adopts the secondary reflection distribution: no glare, no stray light, no ultraviolet, it strictly
follows the principles of IEC/EN62471 safety standards.

5.Multiple heat dissipation design: Heat conducting with surface radiation heat dissipation can dissipate the
heat from internal chips to external air, to ensure that it can work under the minimum PN junction temperature,
it makes the light source reach the highest luminous efficiency.

6.Wide voltage input,constant current adjustable.

7.Regulating handle is available to be disinfected by high temperate or high pressure.
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Micare B MIANXFRERFZE T LT

Single Head Ceiling LED Operation Theatre Light with Camera System

&L &8 Camera specifications
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MigE SModel 1080P %MKk 1080P HD camera
CCD{%i%#&E{, CCD Transfer mode 1/3" Cmos
{55 &% Signal system #=F : 1080P No.: 1080P
FEFHASE Technical Data _ (HEE%) [OrEEE] S ¥EDistinguishability 2.000.000{%2 2.000.000pixel
= - . . : I Yo - ~ External Camera tfEtRi] Standard shutter N/A
MR SModel Micare E500 Micare E700 T, nternal Camera e TSRt THE e
FBJE Voltage AC100-240V 50HZ/60HZ 3 {§MtkSignal to Noise Ratio >50dB
= Power 40W - : % #0ptical zoom 30f% 30times
— . i . 29 AT #EDigital zoom 11f% 1lltimes
ﬂ\]—z@'ﬁﬁiBUIb Life 20000hrs = #EEBf Focal distance f f=4.5mm to 135 mm
&ii Color Temperature 5000K+10% B/NTERE 10mm (wide end) to 1000mm (tele end) 06
BBRE Light Intensity 40,000-140,000 LUX 80,000-200,000 LUX Minimum working distance o)
: BAFEEf Maximum aperturef F1l.6toF4.4
B a52 Color- Rendering Index >96 REEE & : 0.5lux/®BH : 0.1lux
. Sensitive intensity of illumination Color : 0.5lux/black-and-white : 0.1lux
Sie = - 120-280mm
#E\EEFaCUIa Plameter 90-260mm Bah3dfEAutomatic focusing A Yes
A& IR T <2°C BERE Image frames B Yes

Temperature at surgenon's head 3iEEIE3R Contrast enhancement A& Yes

B¢ White light balance Bah Fa&) Automatic manual
MAESE Video signal output HD(ESi ) : HD/SD (#5i# ) : 1XCVBS;
B Communication protocol RS-232/RS-4B5

Micare MMM XFRERFZE T LT

Double Head Ceiling LED Operation Theatre Light with Camera System

[(REEKR]
Internal Camera migmemModel EiNERFSH, HD hard disk video recorder

#{ERBEOperating system HA LinuxiB(ER S
Embedded Linux operating system

El{& %5347/ Image coding standard H.264

N
L

MyALEHE Video standard 30lps/LE IS
30lps few Backward compatibility
\ Ef®E S Image quality PALSI , 1080P
i [E15% B & FE it Playback image quality 1080P
'\ [~y . @A Video input HD-SDI
| o gt Video output 1EEVGA, 1EEHDMI 1 way VGA, 1 way HDMI
#MEIThEE Screenshots function  SZFIPEGHTELNAE Support JPEG screenshots function
@755 Video mode FHRE , HESEWRER  EHREB
Manual video, dynamic monitoring video, video regularly
RIQIFRTF Video conservation  FHEER Local hard disk
[HNEEE] F@EE Video speed 1080P
External Camera  i#&{& communication 24MFfE4BSEE 2 standard 4B5S interface

— WL, — WL FE2328%0

Internal Camera Oneis haf duplex, one i full duplex, standard 232 interface

{ p\] ELER{% ] UsB 44-USB Four USB
s 1 i Hard Disk PIEBSZ IS4 SATARERL
- Internal support four SATA hard disk
EBiE Power 220V+10% 50Hz+2%
INEE Power dissipation 25-40W(F&HER ) 25-40W not contain hard disk

T{EiRE Working temperature  0- +55°C
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Micare E700/500 WML R TARXLEDF AT 24T ( vEH# O E M ) Micare E500,E700 B sLIRTASXLEDF A F£ 22 4T ( oI figi# O e )

Micare E700/500 Double Head Ceiling LED Operation Theatre Light(Imported accessories available) Micare E500,E700 Single Head Ceiling LED Operation Theatre Light(Imported accessories available)
MBBELEModel Micare E700/500 MgEISModel Micare E500 Micare E700
EBE Voltage AC100-240V  50HZ/60HZ T EB[E Voltage AC100-240V 50HZ/60HZ
1% Power 40w ) I Power 40w
KT8&EdBulb life 50000hrs ¥Ti8EmBulb life 50000hrs

I - iR Color Temperature 5000K+10% &R Color Temperature 5000K+10%

FREE Light Intensity 80,000-200,000 LUX/40,000-140,000LUX BB Light Intensity 40,000-140,000LUX 80,000-200,000 LUX
BEIE% Color- rendering Index 296 o B&I54 Color- rendering Index  >96 08
S¢BEEZFacula diameter 120-280mm/90-260mm = ¥ BIE{RFacula diameter 90-260mm 120-280mm .
A HE <2°C j |8 A& LR oec

Temperature at surgenon's head Temperature at surgenon's head

Micare E700L F&ith X L ith F R TR 4T
Micare E500/500 319:"&]ﬁitLED5F7R3E§2*T ( Elﬁiﬂ m ﬁEﬁ: ) Micare E700L Mobile Type LED Surgical Lamp with Backup Battery
Micare E500/500 Double Head Ceiling LED Operation Theatre Light(Imported accessories available) TERASHE Technical Data

FEFASE Technical Data MigFEEModel Micare E700L
I%EVotage AC110-240V 50HZ/60H

HIgEL SEModel Micare E500/500

IN= Power 40W
aE Voltage AC100-240V SOHZ/GOHZ ’G—i@%ﬁaﬁLED |ife-span > 50’000 hours
I Ih=E Power 40W &iBColor temperature (K) 5000+10%
) - . ¥Ti8EasBulb life 50000hrs - FBEELight Intensity 80,000lux-200,000 lux
iR Color Temperature 5000K+10% I ZFig#Color rendering indexRa 96
E FBEE Light Intensity 40,000-140,000LUX ¥ J¢BEE1RFacula Diameter 120-280mm
= B354 Color- rendering Index 296 m BELEBET , =2°C
% FBEERFacula diameter 90-260mm L i = Ieipgﬂature atsurgeon’ shead
: JTLERDome size 700mm

3 R LT TXEE

520 W7 N7 /T o
2 Temperature at surgenon's head ¢ )\T%%:F{%%ﬁﬁ% e
= Light arm rotate around balance arm
—
2 6B LT up 40°, down 40°
i Micare E700/700 M MITEKXLEDF AT #4T ( AR OB H ) e e

= B

u Micare E700/700 Double Head Ceiling LED Operation Theatre Light(Imported accessories available) Light body rotate around light arm
g FERFASE Technical Data Kl'@,?ﬁBulb ,Pow,er 39v25w
= T Micare E700/700 REBEREllumination Depth L1+L2  >700mm
m AfEE SMode FiFHandle Sterilizable handle
= EiFE Voltage AC100-240V  50HZ/60HZ \TERE BN o. of LEDS e
E B Ih=& Power 40W BB ET5Light field adjustment-freely
ot ' o ¥TiE5asBulb life 50000hrs =) FIRFIEU VRS
5 . iR Color Temperature 5000K+10% Radiation Zero IR and zero UV radiation
8 BE Light Intensity 80,000-200,000 LUX %Eﬂﬁ"ﬁhght intensity adjustment 30%-100%

.-:q BE&IEH Color- rendering Index 296 }ii‘é%ﬁ{fZﬂReﬂ(—:\ctor kmatt—i)rial ka'.MAlumiT\um reflector
S _ | JE@Rocula diometer  120-280mm BRI TIEMEBackup battery working capacity 25-4hrs
. . — JTLH KEEMax head heig .00m

‘ AELEBRTT <2°C ¥TSLB/NEEMin Head height 1.00m

Tem t t 'shead ~ — . . -
e M EBEStraight Pipe Height 2.23m
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JD Series Medical Examination Light
1A BRATWHEEEARERT. RS HIT,
2NISfEH#E, TREEAESH.

Micare JD1400L 3 X\LED#: & #T
Micare JD1400L Mobile LED Medical Examination Light

FEHARSE Technical Data

MIZELE Model Micare JD1400L
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3R . KAFZMFA, BB/ Voltage AC95V~245V  50HZ/60HZ
ABRTFEER, @8, FRERRES/NFAZH, hE Th= Power 7W

HFREWERE, FTURELEIAE LT, KTz Bulb life SO00Is

i& Color Temperature 4500-5500K

1.This product adopted professional optical technology design.Light J¢BEEI/Z Facula diameter 10-270mm

- 10

distributed balance. ' B8R Light Intensity >40,000LUX 0O
2.Small portable,and any angle can be bending. %37 Switch t " .
3.Floor type,clop-on type etc. eal ‘ witch type FIEAFFX Foot switch
Y¢BEiET Brightness adjust v

4.The product is widely used in ENT,gynecology and dental examination .
Itis able to work as subordinate illumination in operation room, as well
as office light.

Micare JD1500L 3 SX\LED#a & #T
Micare JD1500L Mobile LED Medical Examination Light

FERARSE Technical Data

Micare JD1600L %5 B ithLED#S & *T

Micare JD1600L LED Examination Light with Backup Battery

FE;IHARSH Technical Data

MIEEISEModel Micare JD1500L
ESModel Micare JD1600L F3JE Voltage AC 95V-245V 50HZ/60HZ
FE/EVoltage AC95V-245V 50HZ/60HZ Th%= Power 3w
ik R LW KT RBulb life 50000hrs
ME'%WBUIb life 20.000ME iR Color Temperature 4500-5500K
tiEColor temperature 5,000K+500K SBEE{RFacula diameter 70mm-205mm
A 15mm-170mm BBIE Light Intensity >20,000LUX
Facula diameter at 50cm

FBELight Intensity 20,000 Lux -100,000 Lux

It T{ERTIE) 4-5hrs
Backup battery working capacity

KI¥¢ELight control brightness range 0~100 adjustable

Micare JD1200L 3L XLED# & 4T

P4
p
P4
0
I
>
P
®
=
Q)
p
m
NEESE 1850 . .
E ST S mm Micare JD1200L Mobile LED Medical Examination Light
o The height of examination light
§ FEEA/INETETS 15mm-170mm FTERHASE Technical Data
= DEBE ORI (e iR SModel Micare JD1200L
o RERRD » 20,000-100,000 LUX BB Voltage AC 95V-245V 50HZ/60HZ
= Brlghtness;djust facility Ih== Power 12W
= LED KTERELENo. of LEDs Lpc KTiERBuIb life 50000hrs
E EA%kELe.ngth 70cm iR Color Temperature 4500-5500K
A wEHEDiameter: 16mm J¢HEE{XFacula diameter 15-270mm
o FEEFAdjust : FEAETRET B8R Light Intensity 20,000-50,000LUX
5 Adjustable from any angle FBEATISpot size adjust vV
: KTk ELength of head 139 mm =EEEBrightness adjust v
¥TSLE1R Diameter of head G0
Zi<Power cord specifications 1.8-2.5m
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Micare JD1500 L5\ B & R & 4T

Micare JD1500 Mobile Halogen Medical Examination Light

FE; R ARSE Technical Data

HIRELE Model Micare JD1500

EE Voltage AC95V-245V 50HZ/60HZ
IN=R Power 35W
JT8EBulb life 2000hrs
i@ Color Temperature 3000K+300K
J¢BEE RFacula diameter 60mm-320mm
BBRE Light Intensity >20,000LUX

Micare JD1100 L XLED & & T

Micare JD1100 Mobile LED Medical Examination Light

FERFASE Technical Data

MigEISModel Micare JD1100
HE Voltage AC95V-245V 50HZ/60HZ
Ih= Power 3w
Ti8EaBulb life 50000hrs

i@ Color Temperature 4500-5500K
S¢BEERFacula diameter 70mm-205mm
RBE Light Intensity >20,000LUX

Micare JD1100L i XLED-# & }T

Micare JD1100L Mobile LED Medical Examination Light

FERARSE Technical Data

MIZELS Model Micare JD1100L

EE Voltage AC95V~245V 50HZ/60HZ
Ih= Power 7W
JT:8%4p Bulb life 50000hrs
& Color Temperature 4500-5500K
F¢BEE1R Facula diameter 10-270mm
B8/ Light Intensity >40,000LUX
FF<2E80 Switch type FIESFFE Foot switch

J¢BEAT Brightness adjust v

LEDFA4HENFERFNT

M
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Micare JD1600J FXLED & &7

Micare JD1600J Clip-on LED Medical Examination Light

FERARESE Technical Data

MAEELS Model

E3JE Voltage

Ih= Power

KT8EmBulb life

38 Color Temperature
HBEER50cmik Facula diameter
BB Light Intensity

J¢BEETS Spot size adjust
=@ Brightness adjust

Micare JD1200J EKLED & & T

Micare JD1200J Clip-on LED Medical Examination Light

MIEELS Model
EB[E Voltage
Ih=Z Power
KT8EmBulb life

i@ Color Temperature
JBEETR Facula diameter
BB Light Intensity
J¢BEETS Spot size adjust
=EET Brightness adjust

Micare JD1100G E#XLEDE T

Micare JD1100G Wall-Mounted LED Medical Examination Light

MAIZELS Model
E3[E Voltage
If= Power
KT8E@mBulb life

&8 Color Temperature
Y¢BIE42 Facula diameter

BBRE Light Intensity
FtBEETS Spot size adjust

Micare JD1600)J

AC 95V ~245V 50HZ/60HZ
15W

50000hrs

5000K+500K

15-170mm
20,000-65,000LUX 12
v

v
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FERARSE Technical Data

Micare JD1200J
AC95V~245V 50HZ/60HZ
12w

50000hrs

4500-5500K
10mm-270mm

20,000-50,000LUX
v
v

FERARSE Technical Data

Micare JD1100G
AC95V~245V 50HZ/60HZ
7W

50000hrs

4500-5500K
15mm-270mm

50,000LUX
v
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Micare JD 2500 [E B 3L )T

Micare JD2500 Headband LED Medical Headlight

FERFASE Technical Data

HIRELE Model

Micare JD2500

'a11"02 LINIWAIND3I TYIIAIIN IVIIN ONVHONVN

THEEBE Working Voltage DC 3.7V
¥T38%4 Bulb life 50000hrs 14
i& Color Temperature 4500-5500K
T {ERJ18 Working Hour >5 hrs
#EEERTA Charging Hour 4 hrs
&=L 2EfA4F Adapter Volts AC 100V-240V
JTSLEE Lamp Holder Weight ~ 200g
BREE Light Intensity >50,000 LUX
i;ilgafgfnzfgtﬁ 42cm 20-100 mm
A SRR

EEth 258! Battery Type

SE#=%l Brightness adjust
J¢BEfs4 Spot size adjust

Rechargeable Li-ion Polymer Battery
v

v

Micare JD 2400 E B 3L 4T

2 LEDE k! S MERME, BAEEKR, —XK
ERKTMEERBMRBRHERMNE, BHTEEX, —X Micare JD2400 Headband LED Medical Headlight

BE O] DU SR Ak /N, BRI R A A TR T A M SR A R T o

BIIZATESRBHE MG, M. BROMIFAR, BEERFA,

3.LED Medical Headlight widely used in micrographic surgery, plastic
surgery ,dental surgery , spinal surgery,gynecology and anorectal
surgery,etc.

FERHARSE Technical Data

E3jth25El Battery Type

= E#H Brightness adjust
J¢BEiRE) Spot size adjust

Rechargeable Li-ion Polymer Battery
v

Vv

4

>

P4

0N

I

> L

P

= MR EY del Mi JD2400
< Sy SE R . s Pedizy o o S o e e NigES Mode icare

L= Dﬁfl}.*\ ’ 3 *\ ’ *E*\ ’ HI%9 %‘ o

: SER, EENER, BEBER FASES T WorkingVoltage ~ DC3.7V

m KT} % Bulb life 50000hrs

= . . . & Color Temperature 4500-5500K
g 1. Our LED Headlight can'proylde perfect white c.oId beamf':md have T /ERE Working Hour 7 hrs

— perfect effect on local lighting. Doctors can adjust spot size and . .

0 . . FEBAT[E] Charging Hour 4 hrs

> brightness easily. - -

; 1BEBCES A4S Adapter Volts AC 100V-240V
@ 2.The power support of LED medical headlightisrechargeable Li-ion KSE & Lamp Holder Weight 2009

= polymer battery. High power battery can use more than 10 hours. BBEE Light Intensity 235,000 LUX
< When you use headlight ,the battery can putinto your pocket or cilp SYePIERIEA2E KA

m . 20-120 mm
b -on your bent. Facula diameter at 42cm

- T Fo R
o

-

o



Micare JD2000 E F 3L 4T

Micare JD2000 Headband LED Medical Headlight

Micare JD2100 E 33T

HMIEELS Model
T {EEE[E Working Voltage
JTi8%as Bulb life

i& Color Temperature
T {ERtiE) Working Hour
#EEERT/E) Charging Hour
1EHCE8 R4 Adapter Volts
JJT3LE £ Lamp Holder Weight
HBRE Light Intensity
HBEREA2ERKL
Facula diameter at 42cm
FBith2¢H. Battery Type

=E## Brightness adjust
J¢BEizhl Spot size adjust

Micare JD2100 Headband LED Medical Headlight

N

MIZELS Model
TEEB/E Working Voltage
JTi8%&s Bulb life

i& Color Temperature
T {EHJ8) Working Hour
#£EERT(E] Charging Hour
&R 28 A4 Adapter Volts
JJTLEE Lamp Holder Weight
HRRE Light Intensity
KB RTE4 2E KL
Facula diameter at42cm
FEithkAY Battery Type

=[E$E4) Brightness adjust
F¢bEiEHl Spot size adjust

Micare JD2000
DC3.7V
50000hrs
4500-5500K

>7 hrs

4 hrs

AC 100V-240V
200g

>20,000 LUX

20-120 mm

AIFEER R

Rechargeable Li-ion Polymer Battery

v
v

Micare JD2100
DC 3.7V
50000hrs
4500-5500K
>10 hrs

4 hrs

AC 100V-240V
1609

215,000 LUX

20-120 mm

A FEEE SRR

Rechargeable Li-ion Polymer Battery

v
v

KT IR = 2R

I MO 6é £ 51

LED Medical Headlight &Loupes
SHABKERTI

EE A S AT hn i K 82 2 5

Headband LED Medical Headlight with Loupes

BRkH
Package

LEDSLAT |, Bt | FRIRIERCE: , TUKIR , k7, BL)F

LED

LED Headlight,battery pack,battery adapter,loupes,filp

250R 2.5X 300R 3.0X 350R 3.5X 400R 4.0X

420mm
110mm

429

"

mncaGre

420mm 420mm 420mm

90mm 70mm 75mm
90mm

469 479 659

XE  EER BKR

Headband,connectors,loupe

up paddle,screwdriver etc.

ON—zZm ZT'CON>OrON 2RO 2 OZ>INZBZ
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Surgical Loupes

Micare JD2200 {E#E0 L 4T

Micare JD2200 Portable LED Medical Headlight

FERFASE Technical Data

IEELS Model Micare JD2200

‘AL10) LNIWOT>OTom ST 2 OZ>INZ>2

T{EEE/E Working Voltage DC3.7V
}Ti8%dp Bulb life 50000hrs
2 Color Temperature 4500-5500K
T {ERJ/E) Working Hour >10 hrs
FcE3Af/E Charging Hour 4 hrs
1EBCEE{A4F Adapter Volts AC 100V/240V -
JJT3LEE Lamp Holder Weight  30g/40g S
JD1000 \ , o) B2E Light Intensity 215,000 LUX
s S¢BEEYR Facula diameter 200 mm
S Bty e Eje?l?;’%?aﬁe Li-ion Polymer Battery QE*E/MG‘IZN Frame
= E%l Brightness adjust N
ERE R AT KR | g

Portable LED Medical Headlight with Loupes

JD2200+2 5R|JD2200+3.0R YD2200+3.5R|JD2200+4.0R

BP frame

P4

> LEDLYT , Eitt & Efcas , KR , kF , BLE N

= RN LED IZHHE/BP Frame

I Package  LED Headlight,battery pack,battery adapter,loupes,

> fil ddl driverfilters, et

> p up paddle,screwdriver,filters, etc. — —

@ moAtEE | RS T{FiEE WenDORR) MEREE | MR BT F B

= Magnification| Type | Working Distance mdude%hefﬁ;‘r?]e) Field of View| Frame | Viewing Angle

0

- S RIE/EAE ST

: 2.5X-R 360-460mm 110mm Metal frame ad;{ﬁ;jble

= BP frame

= SRIE/SIE AIET

o 3.0X 3.0X-R 360-460mm 469 90mm Metal frame adjustable

H BP frame

> ERIEEHE AT

; 3.5X 3.5X-R 360-460mm 479 65mm Metal#ame ad'ﬁljjﬁ:me

3 BP frame J

Cc =ThHE ~n+|-

= 4.0X 4.0X-R 360-460mm 659 T | e e ad-ﬁiﬁfble

= BP frame J

m SRIEEHE BlETS

z 5.0X 5.0X-R 420mm 659 64mm  Metlframe  aqiustable

- BP frame

o S RIE/TE AT

< 6.0X 6.0X-R 420mm 659 58mm Metal frame adjustable

- BP frame

o SRIEEHE AT

. > n-lj
8.0X 8.0X-R 420mm 709 48mm Metal frame adjustable



